
Fuerthcell Co.,ltd www.fuerthcell.com fuerthcell@foxmail.com

B

C

ØA

ØD

14

ØK

H(4x)

SR

5000

13

15
.7

14

E

• Bellows type load cell made of stainless

steel

• Small deflection, low profile

• IP67 protection

• Used for electronic truck scale, ground

scale, tank and other weighing systems

SIZE(mm)
CAP (kg) A B C D E K Material  Weight

250/500/1000/
2000/3000/
5000/10000

82 44 32 22 50 68 M8
Stainless

1.2kg

15000/20000 100 48 36 28 100 80 M8 1.6kg
30000 126 54 40 35 100 101 M10 3.2kg
50000/100000 165 80 62 60 150 144 M10

 steel

Rated Capacities

Rated Output 1.5 mV/V±10%

Zero Balance ±2% F.S.

Non-linearity 0.05%R.O.

Hysteresis

Repeatability

30mins Creep

30mins Return

Safe Overload 150 %R.O.

Ultimate Overload 200 %R.O.

Temperature Effect On Output 0.03 %R.O./ ℃

Temperature Effect On Zero

Input Impedance

Output Impedance

Insulation Impedance ≥5000 MΩ/(50VDC)

Recommended Excitation 10 VDC

Maximum Excitation 15 VDC

Operating Temperature Range -20~80 ℃

Construction stainless steel

Protection Class IP67 

Cable

Mode of Connection Red（EXC+）,Black（EXC-）,Green（SIG+）,White（SIG-）

5 m

± Ω

± Ω

0.25,0.5,1,2,3,5,10,15,20,30,50,100T

0.05%R.O.

0.05%R.O.

0.05%R.O.

0.05%R.O.

0.03 %R.O./ ℃

385  10

350  5

Model FCB
Compression Load Cell 
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