UERTHCELL MODEL FLSC
weighing system Compression Force Sensors
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Dimensions

t/mm D H1  H2 M*P 2J H3 H4 H5 H A D1 D2

12,3 | @105 | 25 70 M14x2.0 | @25 85 10 225 20 40 90 | M6x55

5 @120 | 30 80 M20x1.5 | @30 95 10 25 25 45 1045 | M8x65
10,20 | @155 | 35 EN) M32x2.0 | @45 115 15 275 35 60 133 | M10x75
Specifications

Rated Output(mV/V): Zero Balance: Safe Overload: Cable Length:
2.0+0.006 t1%FS 150% 6m/12m
Nonlinearity: Hysteresis: Repeatability: IP Class :
+0.05%FS +0.05%FS +0.05%FS IP67
Creep(30min.): Input Resistance: Output Resistance: Cable Color Code:
+0.03%FS 400+10 ohms 35015 ohms Red....... +EXC
Insulation Resistance: Excitation Voltage: Material: Black....... - EXC
25000M ohms 5~10V DC(15V MAX) Alloy Steel Green....... +SIG
Temperature: Temperature: White....... - SIG
Compensated Range Operating Range
—10T~+40C —20TC~+70C
Temp. Effect on Zero: Temp. Effect on Output:
<0.002%FS/10C <0.002%FS/10C
Order Information Int erchangeable Products

FLSC-10kN(1t)

LOAD RATING MANUFACTURER  MODEL

FLSC-20kN(2t)

FLSC-30kN(3t)

FLSC-50kN(5t)

FLSC-100kN(10t)

FLSC-200kN(20t)

Prices and specifications subject to change without notice.
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