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Rated Capacities

Rated Output 2.0 mV/V±0.25%

Zero Balance

Non-linearity 0.05 %R.O.

Hysteresis 0.03 %R.O.

Repeatability 0.03 %R.O.

30mins Creep 0.05 %R.O.

30mins Return 0.03 %R.O.

Safe Overload 150 %R.O.

Ultimate Overload 200 %R.O.

Temperature Effect On Output 0.03 %R.O./ ℃

Temperature Effect On Zero ℃

Input Impedance ਬề௜10±ޙ Ω

Output Impedance ±5 Ω

Insulation Impedance ≥5000 MΩ

Recommended Excitation 10 VDC

Maximum Excitation 15 VDC

Operating Temperature Range -20~60 ℃

Construction Nickel-Plate Alloy Steel

Protection Class IP67 

Cable 5m

Mode of Connection

Storage  Temperature Range -10~70 ℃

500kg, 1, 2, 5, 10, 20,25t

 1%R.O.

750

Red(Exc+),Black(Exc-),Green(Sig+),White(Sig-)

SIZE(mm)
CAP (t) A B B1 C D     E F    H M Material Weight

0.5/1/2/5 105 37 34 89 6.5  10.5 32 7.2 M16*1.5 

Alloy steel

1.8kg

10/20/25 125 56 46 101.8 8.6 14 39 11 M30*1.5 4.5kg

30/40/50 145 65 54 116.8 10.5 18 60 13 M40*1.5 7kg
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Model FCK
Compression Load Cell

Specification



Fuerthcell Co.,ltd www.fuerthcell.com fuerthcell@foxmail.com

T2

500kg-2t
5t-30t 

Model FCP
Compression Load Cell

Dimensions (mm)




