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Model FCQL
Tension & Compression Load Cell

Capacities:1000,2000,3000,5000,10000kN
100,200,300,500,1000t

Compact size with low profile
Low deflection for high output
Nickel-plated alloy tool steel construction  
Off center load compensated

Testing machines
Hopper and vessel weighing 
Tension and compression application
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Specification

Rated Capacities 100-1000t
Rated Output 2.0 mV/V
Zero Balance 0.1%F.S.; 0.3（≥5000kN）F.S.
Non-linearity 0.05 %F.S.
Hysteresis 0.05 %R.O.
Repeatability 0.05 %R.O.
20mins Creep 0.03 %R.O.
20mins Return 0.03 %R.O.
Safe Overload 120 %R.O.
Ultimate Overload 200 %R.O.
Temperature Effect On Output 0.05 %R.O./ ℃
Temperature Effect On Zero 0.05 %R.O./ ℃
Input Impedance 385±15 Ω
Output Impedance 350±3 Ω
Insulation Impedance  ≥5000 MΩ
Recommended Excitation 5-10 VDC
Maximum Excitation 15 VDC
Operating Temperature Range -10~70 ℃
Storage Temperature Range -30~60 ℃
Construction Nickel-Plate Alloy Steel
Protection Class IP67

Cable 10m

Mode of Connection Red(Exc+),Black(Exc-),Green(Sig+),White(Sig-)
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Model FCQL
Tension & Compression Load Cell

Dimensions(mm)

CAP(t) M D D1 D2 H n-φd

0.05-0.5 M16x1.5 90 25 75 25 4-φ7

1 M20×2 112 35 96 30 8-φ9

2 M24x2 125 44 105 42 8-φ11

5,10 M30x2 150 48 122 45 8-φ11

20,30 M42x3 180 70 142 53 16-φ13.5

50,60 M64x3 234 97 194 60 16-φ21.5

100 M96x4 320 162 270 100 16-φ26

200,300 M120x4 360 200 310 126 16-φ32.5

500 M200x4 500 310 420 160 28-φ27

1000 M200x6 608 - 510 161 12-φ58




